
•	 Corona detection highest sensitivity 

•	 Rapid X25 optical zoom of the  visible channel 

•	 Auto focus of the UV and Visible channels

•	 Control & display unit (CDU)

•	 Set for hyper spectral inspection 

•	 Digital video recording and storage   

•	 High resolution 8.4” LCD 

•	 UV events counter

•	 Reporting software - multilingual

•	 Accessories: GPS, Title Editor

• RANGER Driven Inspection Performance
UV sensitivity of 3x10-18 watt/cm2  coupled with rapid 
optical zoom and auto focus enables reliable detection 
and capture of distant corona emission, and of moving 
targets without smearing the output image.  

• RANGER Comfort of Operation
Ranger is operated from within the vehicle by means of 
keyboard controls with immediate direct operation and 
on-screen indications of selected controls. Switching 
between controls is instantaneous and seamless. 

• RANGER Rugged and Stabilized
Shock observers protect the imaging unit and support 
safety driving in harsh terrain. Composite design ensures 
low system weight and extended mission endurance.

• RANGER Exclusive Optics
Ranger’s exclusive lenses provide high pinpointing 
resolution that enables very faint corona detection on 
distant objects.

• RANGER Video Recording & Storing
Recording of high resolution video clips. NTSC/PAL 
compatible output. Date & time indications and optional 
GPS and text comments additions.   

• RANGER Reporting Software
Ofil’s reporting database software for easy and 
straightforward sorting, analyzing, storing and automatic 
report generation capabilities. 

• RANGER Easy Installation
Ranger’s installation is easy and fast, adjustable to most 
vehicle makes. Supplied with an installation kit and 
detailed instructions. 

• RANGER for Hyper Spectral Inspection
Ranger is set to incorporate the prominent inspection 
technologies such as IR, UV, Visible etc, to provide, 
with selected top quality brands, a comprehensive 
top quality diagnostics tool, and cut labor and driving 
costs.     

>>  Makes UVisible

Ranger is the corona and arcing 

detection solution for driven 

inspection. Ranger is an integration 

of the most sensitive UV emission 

detection system with a precise pan-and-tilt 

unit and a vehicle mount. Control over the inspection

systems is from inside the vehicle. With Ranger inspections of long lines is 

comfortably facilitated. Ranger provides high resolution video output of remotely 

inspected objects with high signal to background ratio. Ranger streamlines 

maintenance tasks of long overhead lines. Ranger’s reporting software renders 

flexible customized professional reports.
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UV – Visible Bispectral Camera Properties

Minimum UV Sensitivity 3x10-18 watt/cm2 

Field of View H x V 5º x 3.75º

Detector Life Span No degradation

Focus
Full auto focus for UV and visible channels
Simultaneous manual focus adjustment for both channels

Focus Distance 3m to infinity 

UV/Visible Overlay Accuracy Better than 1 miliradian

Video Standard Full PAL or NTSC standards

Rapid Visible Zoom
25 optical x 12 digital
Max Visible zoom reached within 1 sec on button push
Return to normal value within 1 sec on  button release

Control & Operation Keyboard via CDU remote control

Functions Activation One touch button

Storage and Operation Temp -20ºC up to +55ºC

Pan & Tilt System

Stabilization Shock observers 

Interface Connector According to MIL-C-26482 standard

Power Consumption <15 Watts (nominal)

Power Input 9-36 VDC or 110/220 VAC

Video Output RS-170 or CCIR

Preset Position Multiple programmable position

Operating Angle
Pan: 340º or 360º 
Tilt: -90º to +60º

Speed [o/sec]
Pan: up to 30º 
Tilt: up to 10º

Operating Temperature -30º to +60º

CDU - Display Unit

Type High resolution colored LCD

Brightness 230 cd/m2

Resolution 800x600 SVGA

Size 8.4”

Modes Combined (UV & Visible), UV only, Visible only

Storage and Operation Temp -20ºC up to +55ºC

CDU - Control Unit

Method Keyboard

Function Activation One touch button

Rapid Zoom Continuous push button

Joystick Proportional

* Accommodation for multi spectral inspection methods - please inquire
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